Filberdyne Configuration 103
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Position 12
. . Cable Type . Guide Pin Insertion Loss
Flb?‘lrgr):lr;)eer art Con'f:ilbl?t!'gt)i’c?r(le 103 50/125 OM3 g::?ﬁlrt (I:\g:(r)\eirt‘gr Conrll-cg:tors P=Pinned(Male) (IL) Standard /
9 (Max 100m) NP=Non-Pinned(Female)| Low Loss*
3mm Round
FMT-103010-XXXM| 10GBASE-SR Plenum OM3 | 24 MPO 1x12 | Duplex LC NP-NP <.75
3mm Round
FMT-103020-XXXM| 10GBASE-SR Plenum OM3 | 24 MPO 1x12 | Duplex LC NP-P <.75
3mm Round
FMT-103030-XXXM| T10GBASE-SR Plenum OM3 | 24 MPO 1x12 | Duplex LC P-NP <.75
3mm Round
FMT-103040-XXXM| 10GBASE-SR Plenum OM3 | 24 MPO 1x12 | Duplex LC P-P <.75
3mm Round
FMT-103050-XXXM| TOGBASE-SR Plenum OM3 | 24 MPO 1x12 | Duplex LC NP-NP <.35
3mm Round
FMT-103060-XXXM| T1OGBASE-SR Plenum OM3 | 24 MPO 1x12 | Duplex LC NP-P <.35
3mm Round
FMT-103070-XXXM| T1OGBASE-SR Plenum OM3 | 24 MPO 1x12 | Duplex LC P-NP <.35
FMT-103080-XXXM|  10GBASESR | STMROUNA | 54 | MPO 1x12 | Duplex LC PP <35
- . Cable Type . Guide Pin Insertion Loss
Fiberdyne Part Fiberdyne 50/125 OM4 Fiber | MPO End LC P=Pinned(Male) (IL) Standard /
Number Configuration 103 (Max 150m) Count | Connector |Connectors NP=Non-Pinned(Female)| Low Loss*
3mm Round
FMT-103110-XXXM| 10GBASE-SR Plenum OMa | 24 MPO 1x12 | Duplex LC NP-NP <.75
3mm Round
FMT-103120-XXXM| 10GBASE-SR Plenum OMa4 | 24 MPO 1x12 | Duplex LC NP-P <.75
3mm Round
FMT-103130-XXXM| 10GBASE-SR Plenum OM4 | 24 MPO 1x12 | Duplex LC P-NP <.75
3mm Round
FMT-103140-XXXM| 10GBASE-SR Plenum OM4 | 24 MPQO 1x12 | Duplex LC P-P <.75
3mm Round
FMT-103150-XXXM| 10GBASE-SR Plenum OM4 | 24 MPO 1x12 | Duplex LC NP-NP <.35
3mm Round
FMT-103160-XXXM| 10GBASE-SR Plenum OM4 | 24 MPO 1x12 | Duplex LC NP-P <.35
3mm Round
FMT-103170-XXXM| 10GBASE-SR Plenum OM4 | 24 MPO 1x12 | Duplex LC P-NP <.35
3mm Round
FMT-103180-XXXM| 10GBASE-SR Plenum OM4 | 24 MPO 1x12 | Duplex LC P-P <.35

*Insertion Loss for Connector Only
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Housing
Fiberdyne Configuration 103 Dust Cap
MPO-LC, Two 12 Pin 12 Fiber MPO to Two Groups of 12 LC, 10G, Type A, 2mm Breakout
. Cane . Breakout C Cane - * -39" standard breakout length, custom lengths available
lgl;ﬁ:‘galgrr Assignment Conzglcfor R LC, Pin ’ Assignment lggﬁ:‘g&lgrr -Custom Connectors also available
Connector A Polarity Connector C
Blue TX1 1 1 RX1 Blue
Orange RX1 2 2 X1 Orange
Green TX2 & 3 RX2 Green
Brown RX2 4 4 X2 Brown
Grey TX3 5 5 RX3 Grey
White RX3 6 6 TX3 White
Red TX4 7 7 RX4 Red
Black RX4 8 8 TX4 Black
Yellow TX5 9 9 RX5 Yellow
Purple RX5 10 10 TX5 Purple
Pink TX6 11 11 RX6 Pink
Aqua RX6 12 12 TX6 Aqua

*Pin configuration shown also applies to MPO B to group D of 12 LCs
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