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Single Mode MPO Assemblies ** Fiberdyne Configuration 589
Fiberd Cable T Fib c ¢ c ¢ Guide Pin | rtion L MPO-MPO, SM,('I'crunk, Four 1%®F|’int12pii_?gl|'-lt%g%g; 12 Pin 12 Fiber
Iberdyne Fiberd Confi ti 583 able lype 1ber onnector onnector P=Pi d(Mal Anal nsertion OSS* ommscope nstal

Part Number foerdyne Lonfiguration 0s2 Count| End A1-A4 | End B1-B4 Np=N°n.l|ginnem.3(d(|a::r)na|e) ngle (IL) Low Loss Fiber |Position # Connector| Position# Connector | - Fiber
Color A1-A4 Left Side B1-B4 Right Side Color

FMT-589010-XXXM SM Trunk Cable 0S2Round | 12 | MPO1x12 | MPO 1x12 NP-NP FemZIe?:LeggggllJepLzl\ljlggMP) <35 Blue 1 12 Blue
Orange 2 11 Orange

FMT-589030-XXXM |  SM Cross-Connect Cable | OS2Round | 12 | MPO 1x12 | MPO 1x12 P-P Male Ang Do (MXMX) <35 Green 3 10 Green
Male Angle UP t Brown 4 9 Brown

FMT-589050-XXXM SM ULL Trunk Cable OS2Round | 12 | MPO1x12 | MPO 1x12 P-P Mol Rﬂ;e Upo <35 Groy . 5 Groy
FMT-589070-XXXM | SM ULL Cross-Connect Cable | OS2Round | 12 | MPO1x12 | MPO 1x12 NP-NP Fgggﬁﬁgggﬁfgmf <35 White 6 U White

Red 7 6 Red

*Insertion Loss for Connector Only P 8 ° Black

Yellow 9 4 Yellow

Purple 10 3 Purple

Ke
Y Key Pink 11 2 Pink
/ Aqua 12 1 Aqua
Male (MX) Angled Down
Female (MP) Angled Up
** Compatible with
. Key Commscope Systimax InstaPATCH © 360
and Systimax Ultra-Low-Loss (ULL)
{ Commescope Systimax © and InstaPATCH © 360
Transceiver Female (MQ) Angled Down Are Registered Trademarks of Commescope Inc.
. H TITLE:
InstaPATCH © 360 SM MPO Angle Orientation
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Fiberdyne Configuration 589

Four 12 Pin 12 Fiber to Four 12 Pin 12 Fiber
(Commscope © InstaPATCH © 360)
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