
 

 
© Fiberdyne Labs, Inc.      www.fiberdyne.com       sales@fiberdyne.com      127 Business Park Drive, Frankfort, New York 13340      January 7, 2021       PS4128 Rev A        P a g e  | 1 

 

Rackmount Panels for LGX-compatible components 

 

  

Introduction: 
These Rack-mount Panels host Fiberdyne/Lucent/LGX-compatible Connector Panels and Coupler Modules. 
These Panels provide Fiber Management like Termination Boxes -- at a lower cost. 

  

Features: 
3 Slot Panel (CTM-018) 
• Dimensions: 

Powder Coated Aluminum 
1.72" High x 19" Wide x 0.25" Deep 
4.4 cm High x 48.3 cm Wide x 0.6 cm Deep 

  

12 Slot Panel (CTM-072) 
• Dimensions: 

Powder Coated Aluminum 
6.95" High x 19" Wide x 5" Deep 
17.7 cm High x 48.3 cm Wide x 12.7 cm Deep 

  

Part Number Description 

CTM-018 1U High, 19-inch Rackmount Panel, with 3 LGX-compatible slots 

CTM-072 Termination "L" Shelf 4U High, 19" Rackmount Panel with 12 LGX-compatible slots 
 

  

Note: Panel Shown with connector panels and a coupler module, which are sold separately. 
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